
 

 

Certificate of Analysis 
Laboratory Number 101707060 

14413 NE 10
th
 Ave, Suite B-104 ▪ Vancouver, WA 98685 ▪ Toll Free 1-877-711-FUEL 

These results are submitted pursuant to our terms, conditions and limitations and laboratory pricing policy. 
No responsibility is assumed for the manner in which these results are used or interpreted. 

Superior Quality, Superior Service and ONLY Fuels! 

 

Department of Agriculture Sample Collection Date: 10/15/07 

Weights and Measures Date Received: 10/17/07 

P.O Box 42560 Date Released: 10/18/07 

Olympia,WA 98504-2560 Test Package Number: 105 

Sample Taken From:     Biolyle Biodiesel Blend Stock: used cooking oil 

Sample I.D.:    DR101507-1 Type of Fuel B-100 Bio-diesel 

   

Test Sample Result Limits Methods 

Water, Suspended by KF 335.55 report ASTM D6304 

Flash Point, PMCC 343.7 199 °F minimum ASTM D93 

Distillation, 90% Recovery 657 680 °F maximum ASTM D1160 

Total Glycerin 0.149 0.240 max (% mass) ASTM D6584 

Monoglycerides 0.098   

Diglycerides 0.029   

Triglycerides 0.015   

Free Glycerin 0.007 0.02 max (% mass) ASTM D6584 

Carbon Residue 0.009 0.050 maximum (%mass) ASTM D4530 

Water and Sediment 0.012 0.05 maximum (%volume) ASTM D2709 

Sulfur, total 3.29 15 ppm  maximum ASTM D5453 

Cetane Index 48.02 47 minimum ASTM D976 

Copper Strip Corrosion 1a No.3 maximum ASTM D130 

Acid Number 0.11 0.50 mg KOH/gm ASTM D664 

Kinematic viscosity @40 °C 3.6 1.9 – 6.0 cst ASTM D445 

Cloud Point 29 report °F ASTM D2500 

Sulfated ash 0.008 0.020 maximum ASTM D874 

Oxidation Stability 4.6 3 hours minimum EN 14112 

  

    

    

    

Spectrochemical Analysis 

Phosphorus 0.0008 0.001 maximum (%mass) ASTM D4951 

Calcium & Magnesium (combined) 3.3 5 maximum ppm EN 14538 

Sodium & Potassium (combined) 2.4 5 maximum ppm EN 14538 

 

     

Comments:  All results are within acceptable limits. 
    

    

    


